INLAND NORTHWEST REGIONAL PAVEMENT CUT POLICY

Effective January 1, 20 20

PURPOSE:

The purpose of this policy is to establish a uniform approach to pavement cuts and repair applicable to

utilities and other contractors working in the public rigbtsvay.

POLICIES:

The local agency shall establish a tiered system based on the date of construction or reconstruction of

pavement andnay also apply additionatriteria for roadway condition. The policies applicable are as

follows:

1. A pavement cut moratorium will be in effect for a period of three years for all new and

reconstructedier 1roadways.

2. The policies for Tiers-2 roadways is as follows:

a. Full Policy: Patches/paving shall extend the full width of an established tragel lan

Pavement cuts shall be full depth and extendf e-6 © ) ( BtBeynonmindl trench edge

longitudinally and transverselffhere shall be no gag¥ o u r

D9t f( &dn

b. Modified Policy. Patches paving shall extend beyond the wheél foahe middle of the

travel lanePavement cuts shall be full depth and extendfoneo t0 0() 1 & teeynomindl

trench edge longitudinally and transverse&ycept foprincipal and minoarterial streets
whi ch r equi-0 @&Jhdressball be @ega@df( c2udr
3. Tiers Based on Age of Pavement

09t f( &dn

Tier 1 Tier 2 Tier 3 Tier 4
07 36 Months (3 years|
from date of substantia
Arterial Streets: completion) 37 5Years 5-12Years > 12 years
Modified
Principal Moratorium Policy Full Policy Full Policy Policy
Modified
Minor Moratorium Policy Full Policy Modified Policy Policy
Modified
Neighborhood Collector Moratorium Policy Full Policy Modified Policy Policy
Local Access Streets:
Modified
Industrial/Commercial Moratorium Policy Modified Policy Modified Policy Policy
Modified
Residential Moratorium Policy Modified policy Modified Policy Policy

Note: It is the discretion of each jurisdiction to review the individual road segment ages to determine
patch requirements on longitudinal installation over multiple roadway segments with variable
ratings. In principle, each road section will be patched acaptdithe tier in which it is ranked.
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Note: Any deviation from the Tier Policy will require approval in advance by the local agency.

Note: Each agency will provide date of last major reconstruct either electronimalsuedpermit,
or on the respesie agency website

DEFINITIONS

Agency Engineer:City or County Engineemhis/her designee (Engineers, Inspectors, Project
Managers, Field Personnel) representing a Local Agency.

Assignee:The contractowho is taking out the permit.

Bell Hole: A hole dug to allow room for workmen to make a repair or connection in buried pipe,
such as caulking belindspigot pipe or welding steel pip&.bell holecanalsobe used for the
starting location of munderground bore, when using the directional lgpaquipment. In the

broad sense, any hole other than a continuous trench opened for working on a buried facility

Compaction: Restoration and backfill of therench Pothole, and Bell holeEach shall be
compacted in lifts using the industry standardigaent to tamp the backfill material to 95%
density.

Full depth: Asphalt depth top to base of asphalt or thickness of asphalt
Gap: Distance between two asphalt patches

Keyhole: Coredrilling in asphalt or concretgsed whemerforminginstallation, maintenance, or
repair work.

Length of Patch: For this document the length of all patches is the patch dimension parallel to
the roadway.

Local Agency: The governing entity having jurisdiction of the area that the permittee has
submitted a application to obstruct or conduct construction operations.

MUTCD: Manual on Uniform Traffic Control Devices : Traffic Control should be set up to
warn and protect the workers and general public by avoiding the working area during
construction. TrafficControl must meet or exceed the Washington State modifications to the
MUTCD (seehttp://mutcd.fhwa.dot.gosection, Chapter 6G and BH

New Roadway:Any roadway that has had a desigmeldabilitation in the permitted excavation
location that is less than or equal to three years.
Patch: Cut in the pavement as part of the current permitted job.
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Permittees: The utility company or contractor who submits an application for a permit to
obstruct and/or conduct construction operations in the publicofgivay. Local agencies and
their contractors shall be considered permittees for application of this policyhexeyh the
respective agencies and/or their contractors may not take out permits.

Potholing: Potholing is the practice of digging a test hole to expose underground utilities to
ascertain the horizontal and vertical location of the facility. The hddkand vertical position of

the exposed facility must be tied to a survey benchmark or permanent above grade feature. The
position may be identified by GPS or traditional survey coordinates or by measuring the distance,
with a tape measure, to permanegattires in three horizontal directions. In addition, the vertical
distance below grade should be obtained.

Project Completion: Date when the following has occurred: final permanent restoration of

roadway is complete and approved by the inspector, aadallilt documentation has been
submitted to the |l ocal agency. A fax transmitt
considered confirmation.

Standard Specifications:Current version of the WSDOT Standard Specifications for Road,
Bridge, andViunicipal Construction, Supplemental Specifications and/or Drawings as attached by

local agencies.

Travel Lane: travel lanes shall be established based on striping, or where there is no striping,
shall be t-wée) venfewetdt h126

Width of Patch: For this document the width of all patches is the patch dimension perpendicular
to the roadway.
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GENERAL REQUIREMENTS
1. Patching:
a. No patching material will be allowed within an existing patch if the new
patch exceeds seventy percent or nf@f86+) of the existing patchilhe
entire existing patckhallbe replaced.

b. The minimumlengthof t he patch parallel- to the roa
0 o If any part of the excavation, patch or damaged area intrudes into an
adjacent lane, that lane shall alsoreplaced in accordance with the tiered
chart.

c. New patches adjacent to any existing patch shall be installed at the existing
patch line. When this is not feasible, no gap of 4 feet or less shall exist.

d. When 2 or more patches are created withgivan job that measure 15 feet
or less longitudinally or transversely they will be incorporated into a single
patch. Anytime five or more patches are required within af860
longitudinal area, the utility will notify the agency to determine if cost
shaing is an option to expand the pavement repair/replacement area.

e. Only saw cutting or approved grinding device will be allowed. Only parallel
and perpendicular pavement cuts will be allowed. No jagged, broken or
rolled undermined edges.

i. Per agency approvajrind and overlay outside of the full depth
asphalt removal limits may be allowed to achieve full patch limits.

ii. There may be times when a diamond shaped patch is the preferred
method for the repair (i.e. man holes and valve boxes), since it will
providea smoother ride instead of a square patch

f. A TackCoat of asphal(see Specifications for Joint Adhesive and Crack
Sealantshall be applied to all paved surfaces on which any course of HMA
is to be placed or abutted. Tack coat shall be uniformly apmiedvter the
existing pavement with a thin film of residual asphalt free of streaks and
bare spots at a rate between 0.02 and 0.08 gallons per square yard

g. All pavementovercutsshall be sealefiill depth, flush with the pavement
surface The contractor is required to use an apprasragkseaantmaterial
as defined irBpecifications for JoinhdhesiveandCrackSeahntsection
The maximum length of overcut is equal to the depth of asphalt. Crack
Sealant shall be applied accordingtomdna ct ur er 6 s r.Ecommendat i
any holes remain after applicatiadhg contractor is to repeat procedure.

h. A joint adhesive shall be used on all transverse and longitudinal joints of all
lifts of asphalthat are not hot lapped or as designated bytency
Engineer. The contractor is required to use an approved joint adhesive
option as defined in the Specifications for Joint Adhesive and Crack Sealant
section. It is important to assure that the wearing course joint is sealed
completely and can visily be seen upon inspection. Joint Sealant shall be
applied according to manufacturerdés recon
industry standard, where applicable.

i. The completed surface of all courses shall be of uniform texture; smooth,
uniform as to crown ahgrade and free from defects. The completed surface
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of the wearing course shall not vary more than 1/4 inch from the lower edge
of a ten foot straightedge placed parallel to the centeriRezognition and
consideration will be made for existing roadvweanditions. The Agency
Engineer must approve corrective measures.

2. Keyholes. Can be used on moratorium streets, subject to agency approval.
a. Keyholes should be kept to vertical as close as possible.

b. Backfilling the keyhole should follow same methodagn trenching, using
crushed aggregate.

c. Core reinstatemenhall beper manufacture specifications.

3. Materials. All patching materials and construction requirements not addressed in this
document shall conf or m t.dHang paiching materiglss Agency o
may ut i laggeegate dlMAwitldamnelastic recovery (ER)il. Longitudinal
cuts that extend through multiple tier classifications will require discussion with the
local agency to determine appropriate patching approaghinciple, each road
section will be patched according to the tier in which it is ranked; variances to
the specifications shall be requested in writing prior to the work.

4. Traffic Control:

a. All existing traffic control markings will be replaced as soon as possible
after permanent paving is completed.

b. Temporary markings for lane lines and stop lines shall be in place prior to
the roadway opening for traffic.

c. All remaining temporary stripingill be completed within seven days of
new pavement completion and shall be maintained by permittee until
permanently restored.

d. All traffic markings will be replaced per normal work practicgk.
temporary traffic control for the work zone shall confamihe MUTCD
and Washington State modifications to the MUTCD. All traffic control is
subject to the approval of the Agency Engineer or his/her designee

5. Emergency Repair3he permittee shall be allowed to make emergency repairs
provided a more reasonalakernative does not exisEvery reasonable effort will
be made to restore the roadway quicKlypcal agency will be notified of emergency
repairs not later than the next business day.

SPECIFIC REQUIREMENTS

1. Chip sealed roads shall be rehabilitaéedording to construction requirements for
asphalt roadper agency and tier level

2. All existing pavement types shall be constructed at the existing depth of asphalt and

crushed surfacing, in accordance with applicable Local Agency Standards (igcludin

any fabric or membranedfeplacement section of asphalt and crushed rock shall not

be |l ess than the minimum section specified i
3. All concrete road cuts shall be papproved before beginning work (except in the

case ban emergency situation). Concrete roads shall require full panel replacement

unless approved otherwise by local agency. All concrete joints shall require an

approved tie bar and dowel retrofit. Depth of concrete replacement shall match the
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existing thikness, oshall be in accordance withoc al Agencyds Standards
shall be made not to undermine the existing panels. If the adjacent panels are

disturbed or damaged, they also shall be replaced at the discretion of the Local

Agency. All joints shall bsealed with an approved material.

4. Asphalt over concrete road clitéf known - shall be preapproved before beginning
work (except in the case of an emergency situation). Saw cutting or other approved
practice for removal of the concrete shall be aidvat the discretion of Local
Agency. The asphalt portion of the cut shall be constructed according to the
pavement cut policy.

5. All areas outside of thigavel laneghat are affected by the work shall be restored to
their original condition. All shouldershall be restored to their original condition.

EXCEPTIONS:
1. Valve and manhole repairs shall be exempt from the patching requirements of this
policy. Valve and manhole patching requireme

Standards. All warranty armbnstruction requirements shall be met. No longitudinal
construction joints shall be allowed in the wheel path.
2. Potholing to find utilities shall be allowed. To be exempt from the gap and patching
policy, cuts shall be a maximum oftioe et sQoarew( 2& no | ongi tudi
joints in the wheel path and shall be backfilled with controlled density or other
approved fill from six inches above the utility to six inches below bottom of asphailt.
Round vs. square cuts are preferred.

NEW DEVELOPMENT

The moatorium policy will be explained both as to costs and to construction practices by the
Local Agencies as part of the permitting/zoning process for new construction or major
remodeling projects. Individual permittees/utilities will not be responsible i®fuhction.

Individual permittees/utilities will be responsible for doing the work and the costs associated with
the moratorium policy as they open roadways for work. Cost recovery from developers will be
calculated and coordinated by permittee/utility.

WARRANTY REQUIREMENTS

1. All roadways shall require a minimum thrgear warranty periodlhe patch in the
roadway shall be repaired as necessary until the warranty has pAlsearranties
shall become void if rehabilitation work is performed to thedrwithin the patching
limits.

2. Forroad cuts performed by a Utility using its internal capability, that Utility or
assignee will be responsible for repairs required during the warranty period.

3. All curb, sidewalks and structures that are affected bgstoavation shall be
included in this policy and have a warranty tloreeyears.

4. All warranty work requires that an agency inspector be on site. The permittee shall
be required to coordinate inspection with the appropriate department within the
Agency.
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5. The following defects identified by the local agency engineer shall be covered by

6.

warranty:

a. Sunken pavement patches greater than or equal tquareer inch
(Measured by a tefoot straight edge).

b. Failure to meet agency visual rating standard forhagcand joints to

medium or high).

Poor workmanship.

Inadequateompaction per Agency standard.

Sunken or damaged curb and sidewalks in excavation work area.

Sunken or damaged drywells and catch basins in excavation work area.

=~ 0 o0

Notice of Repairs.
a. If emergency repairs are needed due to safety concerns, the permittee shall have twenty
four hours in which to make such repairs from time of verbal notice by the Local Agency.

b. For noremergency repairs on arterial roads the permittee shall haveefghghours to
make such temporary repairs.

c. Residential streets, the permittee shall have up to seven days to make such temporary
repairs.

The local agency may provide farpairs notompletedwithin the specified timeframand
permittee will be assessed atists associated with the repairs. The costs shall be based on
actual costs athe average bid items for comparable projects for the year precplliagen
percentoverhead feedf repairs are made other than seam sealing to the warrantegdaatch
new warranty will be implemented for the new patch.

The permittee shall have two days to notify their asphalt company of the needed permanent
repairs. If the work is not done in a timely manner and following notificatierwork shall

be privately cotracted or Local Agency maintenance crews will perform the needed repairs.
The permittee shall be assessed the associated fees for the repairs. All utility cut construction
shall follow the construction and warranty requirements per local agencies dsandar

TEMPORARY PATCHING

1.

PERMITS

During winter asphalt concrete paving plant closures or outside of temperature specifications
(seesection 504 of the WSDOT/APWA Standard specificafjorThe permittee shall install

and maintain a temporary patch until it can construct a permanent patch. A temporary patch
will be required if the road must be opened to traffic before a permanent patch can be made.
The temporary patch shall consistfofir inches of crushed surfacirg current local agency
standardsand two inches of cotchix asphalt pavement, or upon approval of the Agency
Engineer, crushed surfacing top coaasé/or steel platawiay be used. On arterials, when a
temporary patch is requilefor more than two months, Portland Cement Concrete shall be
used to construct the temporary pdteheather permit¢Contact Local Agency for mix design
requirements). The permittee shall maintain the temporary patch until the patch has been
permanentlyestored.
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1. Al'l work in -bheWapPabt e gssied by the lacaigerey Permittee
shall take out all permits and perform all work.

2. The permittee shall fax or send a letter to the appropriate Local Agency permit center
designating their assignees. The permittee will be required to submit a construction and traffic
control plars required by local agencieshen applying for a permit. If the Agency Engineer
determines that abuse of obligations are prevalent, future cormtryetimits shall not be
issued until the permittee has fulfilled all obligations to existing permits. Written notification
by Local Agency will be sent prior to this action.

3. The permittee shabluiptoviieeoa dd e fcansthu@iohp @ A€ me
is completed. The permittee shall provide details indicating existing pavement section, new
pavement section and any unusual conditions at the location of the constructed utility. The
location shall include the name of the road the worleiad performed on and the name of
the closest intersections in each direction. Distance measurements shall be from intersecting
streets. This information wil/ be provided
permanent record. This information dhbk returned no later than seven days after the
completion of the permitted project by mail, fax, or other electronic means by either permittee
or patching contractor. The intent of this process is to record small patching details. Larger
projects shall b reviewed and approved prior to construction.

4. Each Local Agency may provide permittee to contribute normal patching costs to local
agencies to accomplish paving or full depth replacement of the roadway. (This does not apply
to work done within sewer prajes).

5. The Local Agency should be notified of existing problems with the adjacent roadway to a
proposed patch. Every effort will be made to leverage both utility and agency dollars for street
improvements.

RESPONSIBLE PARTY

The permittee shall be responsibte &ll construction and warranty requirements of this policy. Utilities
will provide identity of excavator/permittee as known to local agencies. Local agencies will attempt to get
permittee to correct warranty defects. If permittee is a subcontractatilfioes, the utilities will assume
responsibility if permittee cannot/will not make repairs.
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COMPLIANCE
Failure to comply with any part of this policy may result in denial of future permits.

After 3 notices of noncompliance, the Agency shall send a notice to comply within 10 working days or all
future permitsmaybe denied until the problems have been corrected.

A meeting shall be arranged with the appropriate Agency and a plan of actreneatfuture
noncompliance shall be presented before issuance of any new permits.

An appeal can be applied for in writing to the appropriate Agency.
Noncompliance Activities include:

Failure to take out a permit.

Failure tomaintaintemporary patches

Failure to make permanent repairs.

Failure to make emergency repairs.

Failure to make warranty repairs.

Failure to send back ABuilt information.

Failure to inform agency of asphalt completion date.
Failure to follow traffic control measures, as reqdire

©ONoOTO~WNE

EXEMPTIONS FOR MORATORIUM ROADWAYS

It is understood that field conditions may warrant a waiver or an exemption from these regulations.
Developers, Contractors or Owners may appeal for a waiver of the moratorium to allow for excavation
into astreet that meets the criteria for the moratorium tier.

The appeal process completion in NO WAY obligates the affected Agency Engineer to allow such an
excavation, and any such decisions are at the Age

1 Submit a letter ointent to the affected Agency Engineer outlining their proposed project and the
impact of the project.

9 Establish that all alternative avenues have been investigated and fail to meet the needs of the
project.

1 Acknowledge the requirements of restorationhef area affected, and that there will be required
special inspection, the cost of which shall be borne by the applicant of the waiver.

1 Propose a meeting with the Agency Engineer to discuss the project.

1 Establish a timeline of the project through completio

POLICY REVIEW

The local agencies will host a meeting with each other and other interested stakeholders at the end of each
construction season for the purpose of reviewing the effectiveness of the policy for the completed
construction season and segted improvements for future construction seasons.
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REFERENCES

ATrench Restoration Requirementso. City of Bellev
AUtility Trench Cut Restoration Specificationso.
AfAsphal ted PawemeéeMts cWarsri ann tDieggsar t ment of Transport
Al mpact of Utility Cuts on Pavement Performanceo.
AManaging Utility Cutso APWA (August 1997)

fGas I ndustryobsofWagoohA. Bubhl i WhRi ghPaper (Septembe
iPavelGnethtand Repair Standards Manual 6 DPW&T City

PARTICIPATING JURISDICTIONS
Spokane County

City of Spokane

City of Spokane Valley

City of Airway Heights

City of Cheney

City of Medical Lake

City of Deer Park

City of Millwood

City of Liberty Lake

Washington State Dept. of TransportatitiDOT)

City of Spokane Resources

Side sewer card info link can reachedvatiw.spokanewastewater.org
City of Spokane Engineering web siteww.spokanecity.org

City of Spokane GIS mapkttp://maps.spokanecity.org

SPECIFICATIONS FOR JOINT ADHESIVE AND CRACK SEALANT
Joint Adhesivei Hot Applied T _Option 1

Joint adhesive material shall conform to thkowing requirements:
Test Specification

Cone Penetration, 77°F (25°C) (ASTM D 5329) 600

Flow, 140°F (60°C) (ASTM D 5329) 5 mm maximum
Resilience, 77°F (25°C) (ASTM D 5329) 30% minimum
Ductility, 77°F (25°C) (ASTM D 113) 30 cm minimum

Ductility, 392°F (2°C) (ASTM D 113) 30 cm minimum
Adhesion, 77°F (25°C) (ASTM D 5329) 500% minimum
Softening Point (ASTM D 36) 170°F (77°C) minimum

Asphalt Compatibility (ASTM D 5329) Pass

Installation: Install according to manufacturer specifications.
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Joint Adhesivel Tapei Option 2

Joint adhesive joint tape shall conform to the following requirements:

Test Specification

Softening Point, 225~ (107) min.

Flexibility 90 degree Bend,dl(25mm) mandrelASTM D311),Pass at 30F (-34° C)
Cone Penetration YF (22 C) (ASTM 5329), 50 max

Elongation 77F (22 C), 1,000% min

Opening to traffic time, immediate

Installation: Install according to manufacturer specifications.

Joint Adhesive- CSS1/Sand Option 3

A heavy application of tack coél.16 gallons per square yashall be applied to allertical

faces of thgoints. Care shall be taken to assure #abugh tack coat has been applied to seal the
joint once the patch is completé. clean sananay be needed to blot the adhesive while

patching to assure that the tack coat does not track off site. It should be evident that the joint is
sealed to the agency inspection staff. If the joint opens up, the contractor shall seal the joint with
an approved crack sealant.

For Roadways open taaffic, the application ofoint adhesivetack coatand crack sealashall

be limited to surfaces that will be paved during the same working shift. The spreading equipment
shall be equipped with a thermometer to indicate the temperature of the aaciaterial.

Equipment shall not operate the jointsuntil theadhesivehas cured. If he Contr actor 6s
operation damages tl@nt adhesivet shall be repaired prior to placementioé¢ HMA.

TheTackCoat shall bean undiluted CSS1 emulsified asphaliThe tack coat shall have

sufficient temperature such that it may be applied uniformly at the specified rate of application
and shall noexceed the maximum temperature recommended by the emulsified
asphalt manufacturer.

Crack Sealanti Hot Pouredi Option 1

Hot poured crack sealant shall be rubberized and premium gPaglapproved products

include:Crafco Roadsaver 546, Crafco Roadsaver 539 or approved equal. Crack sealant
product shall be installed according to manuf
equipment.

Crack Sealanti Pourablei Option 2

Pourable crack sealant shall llberized and suitable for asphalt and concrete pavements. Pre
approved products include: Lastek33 or equivalent. Crack sealant product shall be installed
according to manufacturerods specifications an

Construction Requirements

The Contractor shall install Joint Adhesive to all joints of wearing cdiftséhat are not hot
lapped or as designated by the Engineer. Equipment used for performing the joint adhesive
application shall be maintained in sadistiory working condition at all times. Prior to the
application of the joint adhesive the face of the joint shall be thoroughly dry and free from any
loose material, dust, or other debris that would inhibit adhesion. Heating and pumping of joint
adhesiveshall be in accordance with manufacture recommendations. Application of the joint
adhesive shall be in a continuous, 1/8 inch thick band over the entire vertical face of the joint.
Joint adhesive shall be applied concurrent with HMA placementpptication shall be limited

to the surfaces that will be paved during the same working shift.
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TYPICAL TRENCH EXCAV ATION

EXHIBIT A

Asphalt Concrete
Wearing Surface

v, "t

EXHIBIT A

PAVEMENT CUT POLICY
TYPICAL TRENCH EXCAVATION

X = SEE EXHIBITS B1-B6

Concrete
Pavement Base

[0 o e
o o}
o o}
lo] o] ° o o]
o o]
Supporting
Soil

TRENCH WIDTH

Undercutting of
Pavement

Sag from Release
of Lateral Support
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D FATCHTOBE COMPLETEDAFTER.JOINT USE TRANSFER & POLEREMOVED
ASPHALT AND CONCRETE PAVEMENT REPAIR

Permitee Mame; Foreman Name/Crews Cut Date:
Address: City

WID or Project task: Flagging Required ] Yes [] Ho
Coordinates [example 13N24W) Emergency Repair [

O Private Property (] Alley [] Street Permit; O City 0 County[ Valley [ Other

¥ otfer, note Jurisdiction]

Urnsual Condiions/Speclal Instructions:

Tiers: (please circle) 1 2 k| 4
F'-:Hi-:y: |'please cirdle})  Moratorem Full Modified Trench
& Gravel {requined) Gas Asphat Depm urAspnan p—
Cold Mix Spokane Bectric Concrete Depth of Gravel ‘Corming BO0-5L S
—_— Laveing Sioora. it
Wilrter M WeEN Sulb Base Typs Sauknd Sarraborr.
ool 510 one-
Saw cut Grid Kod m:l—h:‘“
EFRE —
Othar Must Inciude foot measurements on
dramiing
Asphalt
WiFnh  Length M ok
X 1
bt ZiL
. I
X ___I_______I___
Measurement from curb I I
To closest cut
Concrete I I:I I
width Length
x___ I I
X

o I | —
_

Striping (Linear foot)

Date Sent for Repairs:

Date Completed: J I
Patching Co. Signoff: L
{Patching co. to fax form to local I I
Agency al completion)

DIZCLAIMER

This pisdhest b b lrraatic | purfohes afd as @ geval Shainng aid Maagerman? los] Caie win wed dutig complation of thi dita and Sl pretud 1 e
asuricy, bt I fuy b Bk I wtob o B il of e qu-u-r o Mo it ditn i oubside seurem of Efotmatisn. This prodot iy ol b been prapaied o, of be

skl badie e, gl o Fg Pailss ¢ fol scsepl imeomileily T sion end ormbaons, ed hereioie, Here are no wir ierd e el
etirpaty s ralaiel Users of ths nfon |lhuul.| covmul he piimary dela amd |idefmalon souiom & eeeetan ey sabily of s nlematon This oo
iy b paridically updaiesd. ke of This dairmabon sheud ches with e apedosiale dels seuroes 1o e e ey of b inloimetoen prosded

Fax Completed Form to the Appropriate Jurisdiction N-2600 (5-18)
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EXHIBIT B1 - MORATOR IUM/FULL POLICY - ARTERIAL
AEMERGENCY ONMORAFORRIM ORPRIOR APPROVALDO

CURB LINE

STREET C/L

LANE LINE

LANELNE @~ —0r — — @ —— — — —— —_— —

LANE 4

2MINTYP LANE3

12 (TYP) LANE 2

|| \ N
2 MIN (TYP)

parkiNG LNE —1 N r |[\ 7

CURB LINE I]_ | |

SEWER/WATER
ZUNTYP SERVICE (TYP)
TRANSVERSE CUT
P
LEGEND: "V(TE\:‘;{NT

WHEN PAVEMENT (S LESS THAN
3-YEARS OLD, FULL-DEPTH PAVEMENT IS
REQ'D TO THESE LIMITS. NO JOINTS OR
REDUCTION IN AREA ARE ALLOWED.”

'WHEN PAVEMENT IS GREATER THAN
3-YEARS OLD, FULL-DEPTH PAVEMENT
PATCH IS REQ'D TO THESE LIMITS. NO
JOINTS OR REDUCTION IN AREA ARE
ALLOWED*

7 O

TRENCH LIMITS AT TOP OF PAVEMENT

NOTE:

1. FULL - DEPTH PAVEMENT PATCH JOINTS
SHALL BE SEALED.

2. ALL CUTS SHALL BE PERPENDICULAR
TO DIRECTION OF TRAVEL.

3. PAVEMENT REPLACEMENT I8 REQ'D TO THE NEXT ADJACENT CURB,
PARKING, OR LANE LINE WHENEVER A TRENCH OR DISTURBANCE OF
ASPHALT OR SUPPORT MAT'L EXTENDS BEYOND SUCH LINE.

WATER (TYP) SEWER (TYP) *NOTE:

REPLACEMENT IS REQ'D TO
LONGITUDINAL CUT CURB LINE WHEN REMAINING
DISTANCE BETWEEN LANE LINE
& CURB IS LESS THAN 4-FT.
LANE LINE LANE LINE

FULL-DEPTH PAVEMENT REPLACEMENT REQD
(WIDTH VARIES)
RENCH LIMITS

SECTION A-A

REGIONAL PAVEMENT CUT POLICY
ARTERIAL

EXHIBIT
MORATORIUM / FULL POLICY B1
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EXHIBIT B2 - MORATOR IUM/FULL POLICY
AEMERGENCY ONMORAFORRIM OR PRIOR

i RESIDENTIAL /LOCAL ACC ESS

APPROVALDO

CURB LINE

'WHEN PAVEMENT IS LESS THAN
3-YEARS OLD, FULL-DEPTH PAVEMENT IS
REQ'D TO THESE LIMITS. NO JOINTS OR
REDUCTION IN AREA ARE ALLOWED.”

'WHEN PAVEMENT IS GREATER THAN
3-YEARS OLD, FULL-DEPTH PAVEMENT
PATCH IS REQD TO THESE LIMITS. NO
JOINTS OR REDUCTION IN AREA ARE
ALLOWED."

TRENCH LIMITS AT TOP OF PAVEMENT

SECTION AA

1. FULL - DEPTH PAVEMENT PATCH JOINTS
SHALL BE SEALED,

2. ALL CUTS SHALL BE PERPENDICULAR

FULL-DEPTH PAVEMENT REPLACEMENT REQ'D
(WIDTH VARIES)

| A | LANE 4
LANE LINE - }
STREET CIL
LANELNE  — e ——
| lrzu|ump)[\ 2(TYP)  LANE1
e —
| 8(TYP)  PARKING|
CURB LINE | |
ZMNTYP SEWERWATER WATER (TYP) SEMER(YE)  woTE:
REPLACEMENT IS REQ'D TO
TRANSVERSE CUT LONGITUDINAL CUT GURB LINE WHEN REMAINING
DISTANCE BETWEEN LANE LINE
8CURB IS LESS THAN 4-T.
PAVEMENT LANE LINE
—— e LANE LINE

TO DIRECTION OF TRAVEL.

3. PAVEMENT REPLACEMENT I8 REQ'D TO THE NEXT ADJACENT CURS,
PARKING, OR LANE LINE WHENEVER A TRENCH OR DISTURBANCE OF

REGIONAL PAVEMENT CUT POLICY

RESIDENTIAL / LOCAL ACCESS

ASPHALT OR SUPPORT MAT'L EXTENDS BEYOND SUCH LINE.

MORATORIUM / FULL POLICY

EXHIBIT

Revised: 10/2(@by S. Trabun, Avista
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EXHIBIT B3 - MORATOR IUM/FULL POLICY
AEMERGENCY ONMORAFORRIM ORPRIOR APPROVALDO

T INTERSECTIONS

‘viv
|

mw

MORATORIUM/FULL POLICY - INTERSECTIONS

i

i\
Lwra FULL-DEPTH REPLACEMENT IS

LEGEND: |

39
A PAVEMENT PATCH IS

REQD TO THESE LIMITS,

WHEN PAVEMENT IS LESS THAN
‘OLD OR LESS (MORATORIUM).
REQD

THESE LIMITS. NO JOINTS OR
REDUCTION IN AREA ARE ALLOWED.
WHEN PAVEMENT IS GREATER THAN
3-YEARS OLD, A PAVEMENT PATCH IS
NO JOINTS
OR REDUCTION IN AREA ARE

n TRENCH LIMITS AT TOP OF PAVEMENT

REQD TO CURB LINE WHEN REMAINING
DISTANCE BETWEEN LANE LINE & CURB 1S
LESS THAN 4-FT.

NOTE:

1. FULL-DEPTH PAVEMENT PATCH JOINTS SHALL BE SEALED

ER
(TvP)
| 2. ALL CUTS TO BE PERPENDICULAR TO THE DIRECTION OF TRAVEL.

3. REPLACEMENT IS REQYD TO THE NEXT ADJACENT CURS,
PARKING, OR LANE LINE WHENEVER A TRENCH OR
Dis OF ASPHALT OR SUPPORT MAT'L EXTENDS

TO  TURBANCE
BEYOND S8UCH LINE.

\: \ (TEYRP)
! \ e —
N 28 - | s |
N | = B
- —1 :
B |
\\ [

PARKING (TYP)
LANE (TYP)

INTERSECTIONS

REGIONAL PAVEMENT CUT POLICY

MORITORIUM / FULL POLICY

EXHIBIT
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EXHIBIT B4 - MODIFIED POLICY - ARTERIAL
AEMERGENCY ONMORAFORRIM ORPRIOR APPROVALDO

FULL-DEPTH PAVEMENT REPLACEMENT IS REQ'D TO 1-FT MIN BEYOND TRENCH LIMITS.
EXTEND PAVEMENT RESTORATION TO LANE LINE OR LANE C/L TO AVOID WHEEL PATH (TYP)

CURB LINE
PARKING
LANE LINE
SENBOL  cas
STREETCIL 2=
) e R
PARKING / -
R M
CURB LINE - il
priid “ROTE] seweRwATER s = . -
(TvP) SERVICEVE) (e} FULL DEPTH
EMENT IS REQ'D TO
TRANSVERSE CUT LONGITUDINAL CUT CURB LINE WHEN REMAININ
ANCE BETWEEN LANE LINE|
& CURB IS LESS THAN 4-FT.
LANE LINE OR LANE LINE OR
LEGEND: LANE CL. FULL-DEPTH PAVEMENT REPLACEMENT REQD LANE CL

TO THESE LIMITS WHEN REMOVAL FALLS

7 WHEN PAVEMENT IS GREATER THAN f
M B5-YRS OLD. A PAVEMENT PATCH IS TYP) FOLVHEEL PR (WIDTH ANES)

REQ'D TO THESE LIMITS. NO JOINTS OR
REDUCTION IN AREA ARE ALLOWED. 1' MIN (TYP)
NOT Wi

& TRENCH LIMITS AT TOP OF PAVEMENT

1. FULL - DEPTH PAVEMENT PATCH JOINTS CHIC(IYF)
SHALL BE SEALED.

2. ALL CUTS SHALL BE PERPENDICULAR
TO DIRECTION OF TRAVEL.

SECTION A-A

3. PAVEMENT REPLACEMENT IS REQ'D TO LANE LINE OR LANE
C/L WHENEVER A TRENCH OR DISTURBANCE OF
ASPHALT OR SUPPORT MAT'L EXTENDS INTO WHEEL PATH.

REGIONAL PAVEMENT CUT POLICY

ARTERIAL

EXHIBIT
MODIFIED POLICY
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17



EXHIBIT B5 - MODIFIE D POLICY i RESIDENTIAL/LOCAL ACCESS
AEMERGENCY ONMORAFORR/M ORPRIOR APPROVALDO

FULL-DEPTH PAVEMENT REPLACEMENT IS REQ'D TO 1-FT MIN BEYOND TRENCH LIMITS.
EXTEND PAVEMENT RESTORATION TO LANE LINE OR LANE C/L TO AVOID WHEEL PATH (TYP)

CURB LINE
LANE LINE
STREET C/L
PARKING
LINE
CURB LINE
FULL DEPTH
LONGITUDINAL CUT CORE LINE WHEN REWANING
DISTANCE BETWEEN LANE LINE|
& CURB IS LESS THAN 4T.
LANE LINE OR
LEGEND: FULL-DEPTH PAVEMENT REPLACEMENT REQ'D LANE CIL
7 WHEN \TIS THAN [ TO THESE LIMITS WHEN REMOVAL FALLS
(//7] 5¥Rs oLo. APAVEMENT PATCH IS e) WINWHEEL PATH (NOTH VARIES)
REQ'D TO THESE LIMITS. NO JOINTS OR
REDUCTION IN AREA ARE ALLOWED.

TRENCH LIMITS AT TOP OF PAVEMENT

NOTE:

1. FULL - DEPTH PAVEMENT PATCH JOINTS
SHALL BE SEALED.

2. ALL CUTS SHALL BE PERPENDICULAR
TO DIRECTION OF TRAVEL.

SECTION A-A

3. PAVEMENT REPLACEMENT IS REQ'D TO LANE LINE OR LANE
C/L WHENEVER A TRENCH OR DISTURBANCE OF
ASPHALT OR SUPPORT MAT'L EXTENDS INTO WHEEL PATH.

REGIONAL PAVEMENT CUT POLICY
RESIDENTIAL / LOGAL ACCESS

EXHIBIT
MODIFIED POLICY Bs
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EXHIBIT B6 - MODIFIE D POLICY 1 CUL-DE-SAC
AEMERGENCY ONMORAFORRIM ORPRIOR APPROVALDO

WHEN PAVEMENT IS 3 YEARS OLD OR LESS, A
MORITORIUM PAVEMENT PATCH IS REQ'D TO
THESE LIMITS IF ANY PART OF THE PATCH
EXTRUDES INTO ANOTHER HALF OF THE
CUL-DE-SAC, THAT ADDITIONAL HALF SHALL BE

WHEN PAVEMENT IS GREATER THAN 12 YEARS
OLD, A MODIFIED PAVEMENT PATCH IS REQD TO
THESE LIMITS, PATCH MAY BE LOCATED
ANYWHERE | THE CUL-DE-SAC

EXHIBIT B6 - MODIFIED POLICY - CUL-DE-SAC
"EMERGENCY ONLY FOR MORATORIUM OR PRIOR APPROVAL"

WHEN AVEMENT IS GREATER THAN 3 YEARS TO
12 YEARS OLD. A MODIFIED PAVEMENT PATCH IS
REQ'D TO THESE LIMITS. IF ANY PART OF THE
PATCH EXTRUDES INTO ANOTHER ONE QUARTER
OF THE CUL-DE-SAC, THAT ADDITIONAL ONE
QUARTER SHALL BE REPLACED.

——
By eem

NotE:

1. ALL OVER CUTS AND FULL-DEPTH PAVEMENT
PPATCH JOINTS SHALL BE SEALED,

2. ALL CUTS SHALL BE PERPENDICULAR TO
DIRECTION OF TRAVEL.

3. FULL DEPTH PAVEMENT REMOVAL SHALL BE 1*
BEYOND TRENCH LIMITS, 2* IN MORATORIUM
SITUATION.

REGIONAL PAVEMENT CUT POLICY
RESIDENTIAL / CUL-DE-SAC

EXHIBIT
MODIFIED POLICY BG
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EXHIBIT B7 i MODIFIE D POLICY i ALLEY
AEMERGENCY ONMORAFORR/M ORPRIOR APPROVALDO
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